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FOREWORD

This publication is a rinal technical report on NAVEODFAC technical project non-magnetic/
non-conductive tools. It describes work performed by the NAVEODFAC during the period
dJuly 1972 to January 1973 to evaluate and develop design procedures for the selection of materials
1 . for low magnetic signature tools.
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ABSTRACT

Using a simple theoretical approach, a method has been formulated to determine the eddy
current-induced magnetic fields (ECI magnetic fields) produced by metallic objects moved in the
Earth’s magnetic field. The method permits the calculation of the ECI magnetic field of objects
having simple shapes and, with a little ingenuity, can be readily extended to more complex shapes.

The basic theory establishes criteria by which materials can be selected and designs evaluated to
yield a minimum ECI magnetic field.
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INTRODUCTION

With the advent of sophisticated fuzing, increasing difficulty has been encountered in the
neutralization and disposal of live ordnance. One type of fuze, used in mines and other types
of ordnance, functions in response to changes in the local magnetic ficld. Once energized, the
fuze adjusts itself so that the local environmental magnetic field, due to the Earth’s tield and
any perturbating objects in its vicinity, is established as a reference. Any disturbance in this
reference magnetic field will result in activation of the fuze and the initiation of the ordnance
item.

In order to neutralize and dispose of ordnance with this general type of fuzing, a strict
limitation on the magnetic properties of materials and tools to be used must be established.
Such a standard is presented in the form of a specification titled: ‘“Magnetic Influence Limits
for Non-Magnetic Equipment Used in the Proximity of Magnetic Influence Ordnance,”
MIL-M-19595B. This specification deals with two basic areas: the static magnetic effect and
the eddy current generated field effect. Limiting maximum field disturbance values of 5 gamma
are set forth for each effect and also for the summed total of the two effects.

The static magnetic effect involves the evaluation of the magnetic field disturbance
obtained when an object is brought from infinity to a 4.5-inch distance from a sensor alined
with the Earth’s magnetic field. The disturbance is measured with respect to the reference
field. This measurement is done for each of the three orthogonal axes of the sample with the
largest total fluctuation being compared to the limiting value presented in the specification.
The limiting value of 5 gamma is an extremely small magnetic field disturbance, as can be
seen when it is compared to the Earth’s magnetic field which has a value of approximately
50,000 gamma. Thus, a fluctuation in the field of one part in 10,C00 is sufficient to fail a
sample.

Evaluation of materials to pass this part of the specification entails selecting materials
having permeabilities very close to 1.000. This criteria is satisfied by most common alloys of
aluminum, copper, and magnesium, as well as by other materials such as leads and some
stainless steels; SS 310 in particular. The only difficulty arises in maintaining the quality con-
trol in the manufacturing of the parts to be used, to be sure that no ferrous impurities are
accidently added and that no magnetic changes are introduced during cold working and other
fabricating processes.

The second portion of the specification deals with eddy current magnetic fields. It is a
relatively new addition to the specification and has not been analyzed in any detail. The only
design procedure in use is to fabricate tools and equipment and test the finished item to see
if it passes the specification. This report attempts to rectify this lack of information and tries
to establish equations to evaluate the phenomena and to use in the design of tools and hardware
when eddy current generated fields are of concemn.
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The eddy current generated field cffect concerns itself with the magnetic field produced
by an object that is moving in a magnetic field. As a conductor is moved through a magnetic
field, a quantity of magnetic flux passes through it. If the amount of flux is changed, currents
are induced. These curreats, in turn produce their own magnetic fields. Thus, a moving
conductor, whether in the form of a loop of wire as in a motor or generator, or as any solid
shape has induced currents, eddy currents, and their associated induced magnetic fields.

\ In the case of ordnance fuzes, the initial megnetic field is the Earth’s (including local
perturbations) and is on a local scale steady and uniform. Thus, the problem becomes a
determination of the eddy current induced magnetic fields produced by flux changes due to
the motions of the sample. The specification prescribes the manner of measurement and the
limitation for the disturbance. '

The recommended measurement proceeds as follows: The detector is alined perpendicular
to the Earth’s field and the sample is broughi to within 4 1/2 inches of the detector, its reference
axis perpendicular to the fieid and into the detector. The sample is then rotated, about an axis
through its midpoint, throuzh an angle of 30 degrees {+ 15 degrees) in the direction of the
sensor. The rate of motion is such that 15 complete rocking motions occur in 10 seconds. This
is equivalent to 15 rpm. The same procedure is repeated for each of three perpendicular axis
and the value for the eddy current effect is the maximum disturbance observed. That is, the
sum of the absolute values of the plus and minus field fluctuations. Again, as in the static
magnetic effect, the maximum permissible field is 5 gamma, which allows a maximum fluctua-
tion of only one part in 10,000 in the reference field seen by the sensor. In order to satisfy
this limitation, the redesign of many of the existing disposal tools is necessary. )

To aid in this procedure, by creating an engineering design base for the evaluation of
materials and for the design of nonmagnetic tools and equipment, a very simplified theoreti-
cal formulation of the eddy current phenomenon was determined. Test results were generated
which verify the formulation and establish a solid base for evaluating graphically and mathe-
matically the ECI magnetic fields.

These results are summarized in a series of graphs containing over 150 data points from
varied test samples. The graphs relate a theoretical variable to the actual ECI magnetic field
measured for that particular sample. The variable used to determine the ECI magaetic field
is only a function of the samples dimensions, a, b & t, the distance from the sample R, and the
resistivity, 2 (which is readily obtainable from any materials handbook). The relationship
obtained, H = (18000) Fj(a,b,R), is satisfied by flat plates of all dimensions and materials, and
also, applies to the evaluation of cylindrical objects, tonls, aad other samples of more complex
shapes. .

In addition, a listing of the common alloys of aluminum, copper, magnesium, and other :
materials with low permeabilities has been compiled according to resistivity. This presents ;
a simple basis for material selection and when used in conjunction with general design proce- .
dures, offers a complete basis for the derign of nonmagnetic tools and equipment in regard to

ECI magnetic fields.
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TECHNOLOGY

The approach taken to evaluate the ECI magnetic fields of flat plates, was to assume that
the eddy currents take a form similar in shape to the form of the plate under consideration.
Thus, a circular plate would have circular eddy currents and a rectangular plate would have
rectangular eddy currents. Using this approach, the ECI magnetic field generated by a loop

having each of these two shapes was calculated for movement in a uniform magnetic field in
accordance with specifications,

The magnetic field produced by a current carrying loop of conducting material is found

by the general equation:
1 I
H 4TE oC"I—rF dl

For a rectangular loop, the integral reduces to:

Iab
B ¢ [fﬁ——‘b—] E{ eRope
Where a and b are as shown »
2a

For a circular loop of radius a, the integral reduces to:

P
25002 .L82+R2)3/2

It is now necessary to evaluate the current 1. Starting with an appropriate coordinate
system, the equations will be developed. For a generalized loop:

4
4

GENERAL LOOP

~

*

af

D DETECTOR

Magnetic flux into loop = +H =H, Asin ©

where, A = enclosed area of loop

°
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The electric emf generated in the loop is then:

-déu _ do
E 3t Ho Acos@—— at

The current is:
1 _P_ Ho A cos © d6/dt

R P(KLI)

where, L = length of perimeter of loop
A] = cross sectional area of loop conductor

The minimum and miximum values of I occur at © = 0. When motion is in one direction

d
dte is positive and I = I max. and when motion is in the opposite direction 7‘%-13 negative and

I =1 min. = .] max.
Hqo A dO/dt
~ (L/A})

A and L will now be substituted to obtain the current for each loop form.

thus, 1max.=|1min.| -

Ho (TTa2)de/dt _ Hoa Al de/dt
p(zv_a) 2P

Circular Loop I max. =
Al

Ho (4ab)de/dt _Hoabd©/dt A
A (4(atb)) A (atb)
Al

Rectangular Loop Imax.=

where, 2 = resistivity

The specification requires

%?e}- lzr- Substituting this into the equations for I and then sub-
stituting the appropriate I into the field for the loop, the following equations are obtained.

Circular Loop H= 2 GOC’ [ 17 _l &‘z +R2 )3/;]

Hg A1a?b?
Rectangular Loop H= 3¢, c2 TTP(Hb)]&T‘%‘?‘T’][;z T

The total disturbance with respect to the reference field of the sensor is 2H for each case
due to the positive and negative sign change ot-]}.

s g 8
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The equation can then be written:

Al "'b’ _1 Al
Rectangular Loop H= KO Er(a+ E_RFT—.az'Fb] E2+a R2+l:] =Ko (P) f(a,b,R)

Al
Circular Loop H= Ko Em?)’;,}] ) g(a,R)

The total fields of all the eddy currents in a plate were now assumed to be approximated by
a loop having one half of the overall dimensions of the plate.

A
Rectangular Plate H =K, (;L) f(z o )

Circular Plate H=K, (f;‘) g(g.n)

It is now necessary to evaluate the cross sectional area of the current flow, A]. Fora
circular plate it is assumed to be radius times thickness, (at), and for a rectangular plate it is

assumed to be the average width times the thickness, Ez—t?(t). Substituting, a final form for

the equations is derived.

Rectangular Plate H = K, [C"’b ‘\ 1(2 2.]
Circular Plate H=K, E(; g*2-. I]

Using these two approximations, various metallic samples ranging from aluminum foil
0.001-inch thick and 18 inches by 13 3/4 inches in dimension to a lead block 1-inch thick and
3 inches by 6.2 inches in dimension were evaluated. The results are presented in Appendix A
and Figures 1 and 2.

The ECI magnetic field of each sample was measured with a magnetometer while the
sample was moved in accordance with the military specification. A special apparatus permitted
repeatable motion at the specified rate and angular variation. A strip chart recorder was used
to obtain a permanent record of the fields generated by each sample (Figure 3). The Earth’s
magnetic field was measured prior to each series of measurements and the results were nor-
malized to Hg = 500millioersteds = 500007 Data were obtained for sample to probe distances,
R, of 2.5 inches, 4.5 inches, and 8.7 inches,

The magnetometer was calibrated using a long solenoid whict served as a standard known
magnetic field. The solenoid also permitted the calibration of the magnetometer at a frequency
of 1.5 Hz which corresponds to the field oscillation obtained by ti.s movements requxred in the
specification, MIL-M-19595B (see Appendix E).

An additional correction to the equations was found necessary. This correction was made
to account for the assumed variation in the shape of the eddy currents as the plate becomes more
and more elongated. Figure 4 illustrates the effect.

e e S S
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5/DiV

i it SR

Al 6061-T¢
Vettical Scale: 5 gamma/div
Horizontal Scale: 5 sec/div
Sample: Al 6061-T6

{12 1/8 inches x 12 inches x 0.385 inch}

Figure 3. Typical Strip Chart Trace.

——l e  pem el ——— ‘—--‘—.’--—ﬂ’ ‘r’}
‘L__‘_-._Y L__q.__.! | R S — QU

Figure 4. Hypothesized Eddy Current for Elongated Shapes.

The following was empirically established as a correction:

for, 'f‘>2 I:Qﬁb)(i 2'2‘] b/a
M e () (e -

Figure 6 shows how this correction makes the fieids obtained from the elongated plates .
conform to the relationship found for less elongated shapes. Although this is strictly an
empirical correction, it appears to give the desired result over a wide range of samples and is
assumed to be valid for the formulation.
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The investigation of pipes, solid circular cylinders, irregular shapes, and fields not at the
center of a sample has yielded consistent results, although large numbers of samples were not
tested. The sclid shaped objects can be made to conform to the same type of analysis as the flat
plates. The appropriate equations are the following:

/# SOLID ROD

SIDE VIEW
OtRECTION OF MOTION

Ok

-

DETECTOR [_] —o=

.
/
v
- +b f(a/2.b/2.R,) + {(a/2,b/2,R
ek () (gg) [tezommy )
where, teff -nz'.i
R, = R +.067(2a)
R, = R +.933(2a)
END VIEW
> »

S

H = Kq (_'.‘gi) EG"") "(%-Rzﬂ

s

where, teft = 2b

1
R, = R +3(20)

R, =R+ 3(2b)

10
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PIPE
SIDE VIEW
28
o

DETECTOR G_.

n-—/ »
f=- Av

—]

H = K, C‘—;—b) (Iﬂl) f(a/2»b/2.R,)+f(a/2,b/2,a,j

4 2

-1 ((22) - (2a-2£)’)
whcre, teft y ( o

t = wall thick. ess
Ry=R +.067(2a)
R,= R + .933(2a)

END VIEW

A

\

/
pETECTOR O\(/n
" HeK, (Wlert)&.R) +gaR,)
H x‘(u 2 )
where,  tofr = 2b

Ry= no-:-m)

R,-Ro%(zm

"
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More complex shapes and forms can be analyzed with respect to these equations and those

for the flat plates. In general, the object can be approximated by a flat plate or plates having a
corrected thickness and a corrected distance from the point of field measurements. This is

essentially how the equations for the cylinders and solid rods were obtained and the same pro-
cedure can be used for any complex shape.

Four examples will now be presented as illustrations of the use of the formulation to

calculate the EC] magnetic field.

EXAMPLE 1

Material: Al 1100-H (#= 3.02 microhm-cm)
Shape: Plate
Dimensions: 9inches x 6 inches x .0625 inch

Hp = 500007 b
From graph or calculated: f(%ixo) = 0.01546

_ L fath [t),ab | [4.5+3\ (062
H=m Fi(a,b,R) "‘(2)(7’)'(2'2‘ ) m( > )(—-———3.02 (.01546)

H = m(.00120) = 18000(.00120) = 21.67

(Actual measured value H = 22.17)

EXAMPLE 2

12

Round pointed shovel

Material: Beryllium Copper (Cu 172) (2= 10.5 microhm-cm)

Shape:
* ——1 18

:

ot e i o i s et it % e
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Assume plate of dimensions 9 x 12 x .081 inch

9.5 9.

teff = t(-9—0> = 081 (-9—0) = (0.0855 (Curvature Correction)

R=45+.75=5.25
ab
f(-.?’E’R) = 02488

) 4.5+ 6 (.0855 .
H m( 5 ) 10.5) (.02488) = m(.00106)

H = 18000(.00106) = 19.17

(Actual measured value H = 217)

( EXAMPLE 3

Mk 8 underwater shaped charge container

Material: Al 6063-T5 (= 3.3 microhm-cm)
Dimensions: See Appendix D

Since the device is very complex but small in size the entire mass of the device will be
averaged to a plate at the center line of the device.

&

« Y '~
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An easy method to obtain ceff is to weigh the object.
Weight)
Density - Weight (1bs) - .5661b

then, — teff™ S5 Nb) - (098) (2.7) (6.0) ~ (.098) (2.7) (6.0)

= (0.3565

2a = 2.7 inches
2b = 6 inches
R =4.5+1.075 =5.575 inches

Calculating t(—;—%. ) = 0.001593

1.35+3\ /356 2
H-m( > ) ( 3.35) (.001593) (3/1 35) = m (.000337)

H = 18000 {.000337) = 6.17

(Actusl measured value H = 6.07)

EXAMPLE 4

Material: Brass 70-30 (2 = 6.168 microhm-cm)
Shape: Plate
Dimensions: 12 inches x 6 inches x 0.125 inch

ab

From graph or calculated: 1(2.5. ) = 0.0201

Hem (6;'3‘) (—61 fg (.0201) = m (.00183) = 18000 (.60183) = 337

(Actual measured value H = 24.67)

Thus, excellent results are obtained for even the complex shaped charge container when
using a simple approach and the derived formulation.

Figures @ and 7 show how the ECI magnetic field changes with position relative to the center
of a sample and with the addition of slots to a sample. These curves are the result of only a few
test samples but they do show the type of variation in the ECI magnetic field to be expected.

14
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CONCLUSION

The equations relating the resistivity and the dimensions of a sample to the ECI magnetic
field can be summarized by the following equation.

H = m [Fj(a,b,R)}= (18000 £ 5300) Fi(a,b,R)

The deviation in m corresponds to a 90 percent confidence level and although large in value,
is consistent with the expected errors arising in the experimental measurements of the ECI
magnetic field.

The function Fj(a,b,R) corresponds to any of the functions describing plates, cylinders, rods,
or more complex shapes. Thus, by calculating the appropriate Fi(a,b,R) and then multiplying
by 18000, the ECI magnetic field disturbance in units of gamma is cbtained. A value of 4.5 inches
must be chosen for R 30 that the requirements of the specification are satisfied.

General design criteria can also be obtained from the equatior when it is aritten in a slightly

different form.
H = (Const) (‘}‘)

Thus, for any particular sample the ECI magnetic field is directly proportional to the samples
thickness, t, and inversely proportional to the samples resistivity, 2. The design of a tool or
part, to satisfy MIL-M-19595B or any other application where low eddy currents are desirable
should then be directed towzrd selecting a material as thin as possible and as high in resistivity
&8 possible. '

An example of such a design selection will now be shown for an aluminum part. If the
same part is fabricated from Al 1106 (#= 2.92 microhm-cni), Al 5052 (£= 4.93 microhm-cm),
or Al 7075-T6 (#= 5.7 microhm-cm), the ECI magnetic field will be

Al 1100 H~1.00
Al 5052 H=0.59
Al 7076- T8 H=0.51

when normalized to the ECI magnetic field of the Al 1100 part.

Thus, the selection of resistivity can yield the designer in this instance an approximate
50 percent reduction in the ECI magnetic field and even larger reductions, depending on the
materials involved. {A listing of the resistivity of common alloys is presented in Appendix B.)

In addition, as a result of the varying strengths of differsnt alloys, a part may be made
thinner with a stronger alloy, and w0, give a lower field disturbance. In context with this, the
use of ribbing on thin materials will achieve the desired structural strength and will have lower
magnetic fields than the same pert manufactured in a solid form.
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To simplify use of the formulation, a set of graphs of the functions { (%,-;—.RQ and

g(a/2,Ry) where Rg = 4.5 inches is included in Appendix C. These curves permit evaluation
of flat plates and some complex objects without extensive calculations.

The problem of eddy current induced-fields can thus be calculated to a usable degree of
accuracy. The formulation presents a systematic and comprehensive method by which designs
and materials can be selected and analyzed prior to fabrication so as to save both tirae and effort
in the design of low magnetic signature tools and equipment.
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APPENDIX B
RESISTIVITY OF COMMON ALLOYS




APPENDIX B

RESISTIVITY OF COMMON ALLOYS

A Resistivity A~ Resistivity
o* iqee Alloy (}Anﬂ“’ [+ 14 Hee Alfoy M_m’
\ ALUW UM
+ E= 28 70398 4.9
. + 1060 28 + 5062 4.96
1100 288 + 195C 499
+ 1100 3.01 + 214C 4.99
+ 6101 3.0 + 5454 5.1
+ + 5005 33 + 142C 5.15
+ 8063 33 + + 5154 8.3
+ + 5050 34 + + 50856 5.5
+ 2014 345 + 7079 5.5
+ 2024 3.47 + 7178 5.5
+ 3003 347 + 13C 5.65
+ 2017 3.82 + 219 5.7
+ 6081 38 + 2017 5.79
( + 2219 33 + 2024 5.79
.- + + 5457 3.9 + 7075 5.76
+ 6262 39 + 5456 5.9
+ + 3004 4.1 + 5033 5.9
+ 2014 4.31 + 5068 5.94
+ 3003 4.21 + A132C 5.98
+ 6061 4.32 + 5066 6.39
+ 430 465 + 380C 7.48
+ 6066 47 + 220X 8.31
+ 2011 48
COPPER
. 102 171 505 3.59
104 1.7 220 392
108 .M 3i4 4.10
107 1.7 228 4.3
¢ 110 LN 405 4.31
113 1.72 230 4.65
114 1.72 240 5.39
. 116 1.72 422 5.7
147 1.78 260 6.16
148 1.9t 280 6.16
160 1.99 365 6.19
122 203 366 6.19
194 2.54 387 6.19
( 210 3.08 38 8.19
8Ccso 316 388 6.16
179 332 LY.} 6.2
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RESISTIVITY OF COMMON ALLOYS {Continued)

/2 Resistivity T / Resistivity
0* Hee* Alloy (pﬂcm) o* Hes Alloy pllem)
270 6.38 443 6.90
370 6.2 444
377 6.39 445
170 8.98 639 7
172 6.48 675 7.18
330 6.63 544 9.07
332 6.63 810 11.49
3% 6.63 814 1232
340 663 521 13.3
342 .63 524 15.68
>3 819 16.3
6 638 17.4
360 706 19.12
484 655 246
465 752 28.8
466 766 3.4
487 770 na
485 6.63
MAGNESIUM
HM21A-T8 5.0 AZ31BF 9.2
ZE10A-H24 5.2 AZ318-H24 9.2
ZKB0A-TS 5.7-6.0 AM100A (Cast) 1016
KIA-F (Cast) 5.7 AZO1C {Cant) 113
HK31AH24 8. AZ63A (Cast) 1115
AZ10A-F 64 AZB1A (Cast) 12
ZHB2A-TS (Cast) 65 AZ921A (Cast) 12-14
HZ32A-T5 (Cast) 85 AZB1A-F 125
HM31A-T5 88 AZ9-1 (Cast) 13
EZ33A-TS (Cast) 7.0 AZBOA-TS 145
HK31A-T6 (Cast) 7.7 LAI41ATY 16.2
ZKS1A-TS (Cast) 8.4
MISCELLANEOUS METALS
T1-36A £5.9 $S 310 77.8
TI-50A 55.9
Tl-2pd 6as Monel K500 62
TI-75A 508 Inconel 706 100
T-BV-118-3AL 183 inconel 718 128
TI-6AN0v-25w 187
Ti-Gal-v ”m
TI-5AL-255n - 181.8 Nitonol 56 8258
TI-HAL-1070-tv 198.2 Nitonol 60 5268
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HESISTIVITY OF COMMON ALLOYS (Continusd)

£ Resistivity £ Resistivity
o* Hee Alloy m-cm) o* Hee Alioy }lﬂ-cm)
Tin 11.0 Tell. Lead 20.6
60-40 Solder 15.0 Lead 20.6
. 5050 Solder 15.5 Ant, Lead 25.3
¢ O {Anneasied)
*%14 (Hardensed)
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APPENDIX C
RECTANGULAR AND CIRCULAR PLATES
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MIL-M-19595B(0S)

1971

SUPERSEDING
MIL-M-19595A (Wep)
21 April 1961

MILITARY SPECIFICATION
MAGNETIC EFFECT LIMITS FOR NONMAGNETIC
EQUIPMENT USED IN THE PROXIMITY OF

MAGNETIC INFLUENCE ORDNANCE

This gpecification has been approved by the
Naval Ordnance Systems Command, Department of the

Navy.

1. SCOPE

1.1 Scope. - This specification covers the
magnetic effect limits for essentially nonmagnetic equipment
used in the proximity of magnetic influence ordnance. This
specification covers finished equipment. If it is used for
replaceable accessories, components, or raw material intended
for use on finished equipment, the special test conditions
of 6.2(d) and (e) must be specified. Approval of components
or raw materials shall in no case be construed as a guarantee
of the acceptance of the finished equipment,

‘2. APPLICABLE DOCUMENTS

2.1 Not applicable.

FSC 9999
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3. REQUIREMENTS
3.1 Preproduction samples. « As sooa as possible

after the award of the contract or order, the contractor
shall submit not less than three preproduction items of each
equipment type to the facility specified by the procuring
activity (see 6.2c). Items shall be manufactured using the
same methods and procedures and at the same plant location
to be used for the regular production. These items will be
tested as specified in 4.2, herein, and are for the purpose
of determining that the production item meets the require-
ments of this specification.

3.2 Method I - Magnetic effects limits. - The
change in flux density of the background magnetic field
shall not exce2d 0.05 millioersteds (5 gamma) when the
equipment is tested in accordance with 4.4.1 and 4.4.2,

3.3 Method II - Eddy current generated field
limits. -~ Eddy current generated field shall not exceed
0.05 millioersteds (5 gamma) when the equipment is tested
in accordance with 4.4.3, :)

3.4 Method II1 - Total magnetic effects and
eddy current generated field. - The total of the magnetic
effects, as measured in accordance with 4.4.1 and 4.4.2,
and the eddy current generated field, as measured in
accordance with 4.4.3 along any axis, shall not exceed 0,05
millioersteds (5 gamma).

3.5 Demagnetization. - All equipment shall be
demagnetized after completion of the tests of 4.4, in
accordance with 4.5.

3.6 Identification. - After the inspection
acceptance of 4.2 and 4.3, the contractor shall permanently
and legibly mark, in the presence of the Government inspector,
the low mu symbol " on each item of equipment that conforms
to the requirements of 3.2, 3.3 and 3.4, A Nitinol stamping
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tool shall be used whenever pozsible; electric etching may
be used on hard materials. Equipment that is too small or
cannot otherwise be marked shall be tagged or placed in
envelopes that are appropriately marked.

4. QUALITY ASSURANCE PROVISIONS

4.1 Responsibility for inspection. - Unless
otherwise specified in the contract or purchase order, the
supplier is responsible for the performance of all inspection
requirements as specified herein. Except as otherwise
specified in the contract or order, the supplier may use his
own or any other facilities suitable for the performance
of the inspection requirements specified herein; unless
disapproved by the Government. The Government reserves the
right to perform any of the inspections set forth in the
specification where such inspections are deemed necessary to
assure supplies and services conform to prescribed require-
ments,

4.2 Preproduction inspection. - The preproduction
items shall be examined and tested in eccordance with 4.4 to
determine compliance with the requirements of 3.2, 3.3 and
3.4, Accepted preproduction items will become the property
of the procuring activity and will be included in the quantity
of items specified in the contract or order.

4,2.1 Preproductions test results. - When tests
are completed on the preproduction items, the inspecting
facility shall notify the Government inspector, who in turn
shall immediately notify the contractor of the test results
and of any specific deficiencies. 1If any item fails to
comply with the requirements of this specification and the
contract or order and applicable documents referenced therein,
the contractor shall correct the deficiencies and submit
additional items until an entire set of satisfactory items
has been submitted. These {tems shall be accompanied by a
description of the changes made to correct the faults of the
previous submissions. Further production of equipment by the

E-3
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contractor prior to the approval of the procuring activity ~)
or completion of inspections and tests on the preproduction
items shall be at the contractor's risk,

4.3 Acceptance inspection. - The equipment and
procedure used to measure the magnetic effect in 4.4.1.2 must
be approved by the Naval Ordnance Systems Coummand.

4.3.1 Magnetic effect inspection. ~ Every item
submitted for acceptance shall be tested in accordance with

4.4.1 in order to ascertain compliance with the requirements
of 3.2,

4.3.1.1 Rejection and resubmigsion. - If the magnetic
effect of any item exceeds the limit of 3.2, it shall be
rejected. The rejected item will be inspected to determine
why it failed to pass the limit set forth in 3.2. If the
rejected item can be corrected by means other than demagneti-
zation, the item may be resubmitted for acceptance testing.
A determination shall be made as to the cause of the increase
in the magnetic effect from that of the preproduction samples,
and the production process shall be corrected to eliminate
this increase. =~ )

4.3.2 Inspection of the magnetic effect of electric
circuits, - Every item submitted for acceptance shall be
tested in accordance with 4.4.2 in order to ascertain
compliance with the requirements of 3.2.

4.3.2.1 Rejection and resubmission. - If the magnetic
effect of any item exceeds the limit of 3.2, it shall be
rejected. The rejected item will be inspected to determine
why it failed to pass the limit set forth in 3.2, If the
rejected item can be corrected, the item may be resubmitted
for acceptance testing. A determination shall be made as
to the cause of the increase in the magnetic effect from
that of the preproduction samples, and the production process
shall be corrected to eliminate this increase.
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4
4.3.3 Eddy current generated field inspection. -
Every item submitted for acceptance shall be tested for
eddy current generated field in accordance with 4.4.3 in
order to ascertain compliance with the requirements of 3.3.

4.3.3.1 Rejection and resubmission. - If the eddy
current generated field of any item exceeds the limit of
3.3, 1t shall be rejected. Rejected items, after correction
of defects, may be resubmitted for acceptance. A determina-
tion shall be made as to why there was an increase in the
eddy current generated field from that of the preproduction
samples, and the production proccess shall be corrected to
eliminate this increase.

4.4 Test procedures,

4.4.1 Magnetic effect test. - Each item shall be
idealized as in 4.4.1.1 and then measured for magnetic
effect as in 4.4.1.2, The procedure of 4.4.1.1 and 4.4.1,2
shall be sequentially followed for each of the three
reference axes selected as in 4,4,1.4, The magnetic effect
of the item is the largest of the three measurements.

4.4,1.1 Magnetic idealization. ~ Idealization shall
consist of placing each item in a uniform magnetic field of
five oersteds, with the reference axis aligned parallel to
the field, and of superimposing a cycled pulsed magnetic
field parallel to the uniform constant background field.
A cycle shall consist of a square positive pulse of minimum
duration of one second, a minimum of one off, a square
negative pulse of equal amplitude and of minimum duration of
one second, and finally a minimum of one second off. The
amplitude of the positive pulse of the first cycle shall be
between forty and sixty oersteds at the start. The pulse
amplitude shall be reduced between successive cycles by a
maximum of two oersteds. The cycling shall continue until
the amplitude is reduced to zero.

ES
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4.4,1.2 Magnetic effect measurement, - Unless other-
wise specified, the detection point (the center of the active
element in the magnetometer ser.sor) for each magnetic effect
measurement shall be 4-1/2 + 1/4 inches from the surface
of the item. The detection sensor shall be aligned parallel
to the background field. At the start of the measurement,
the item shall have its reference axis aligned parallel to
the bacl:ground magnetic field and passing through the
point at which the magnetic field change is measured. The
initial distance between the item and detection point shall
be at least two feet, The item is then brought to 4-1/2
inches from the detection point., It is next rotated 360°
about an axis perpendicular to the reference axis, in such
a manner so that the closest point of the item to the
detection point is kept at 4-1/2 inches throughout the entire
rotation. After completing the 360° rotation, the item is
removed to the point. The magnetic effect measured for a
given axis is the maximum variation of the magnetic field .
at the detection point during this motion. (i.e., The
magnetic effect is the sum of the absolute values cf the
largest plus and minus variations as measured during the
test.)

4.4,1.3 Standard test temperature and background
magnetic field limit. - Magnetic effect measurements shall
be performed at a temperature of 80 ¢ 20°F and in a minimum
background magnetic field of 450 millioersteds. (The back-
ground fleld level is measured when the test object and all
other magnetic materials are removed from the vicinity of
the detection point.)

4.4,1.4 Selection of reference axes, - Three mutually
perperdicular reference axes shall be selected for each
equipnent type. In general, one reference axis shall be
the longest axis of the equipment type, and another reference
axis shall be the longest axie perpendicular to the preceding
axis,
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4.4.2 Test for magnetic effect of electric circuits. -

If the equipment has electric circuits, its magnetic effects
shall be measured with each circuit on and with each possible
combination of two or more circuits on as per 4.4.1.2. The
same reference axes selected in 4.4.1.4 shall be used for

the measurements. The equipment shall be demagnetized as

per 4.5 before this test. The magnetic effect of electric
circuits is the largest magnetic effect measured.

4.4.2.1 Electric circuit test conditions. - The
maximum rated operating voltages shall be applied, and where
applicable, fresh batteries shall be used for these tests,
All controls shall be adjusted for maximum current flow.

4.,4.2.2 Standard test temperature and background
magnetic field limit. - Magnetic effect measurements shall
be performed at a temperature of 80 + 20°F and in a minimum
background magnetic field of 450 millioersteds. (The back-
ground field level is measured when the test object and all
other magnetic materials are removed from the vicinity of
the detection point.)

4.4.3 Eddy current generated field test. - Each
item shall be measured for eddy current generated field as
in 4.4.3.1. The procedure of 4.4.3.1 shall be sequentially
followed for each of the three reference axes selected as
in 4.4.1.4., The item shall be demagnetized as per 4.5
before this test. The eddy current generated field cf the
item is the largest of the three measurements.

4.4.3.1 Eddy current generated field measurement. =~
Unless otherwise specified, the detection point (the center
of the active element in the magnetometer sensor) for each
eddy current generated field measurement shall be 4-1/2 : 1/4
inches from the surface of the item, The detector sensor
shall be aligned perpendicular to the background field. At
the start of the measurement, the item shall have its
reference axis aligned perpendicular to the background field
and passing through the point at which the eddy current’

»¥




.

RIS YES S I

MIL-M-19595B(0S)

generated field is measured. The initial distance between :
the item and the detection point shall be at least two feet. :
The item is then brought to 4-1/2 inches from the detection

point. It is then moved in a rocking or nutational motion

about the center of the reference axis so that one end of

the item moves toward the detector while the other end

moves away from the detector. The movement will be through

ar angle of 30°, 15° in each direction from the original

position of the item at the detection point. The rate of

movement will be such that 15 complete rocking or nutational

motions occur in 10 seconds, (Rate of movement is equivalent

to 15 RPM.) After completing the rocking or nutational

movements, the item is removed to the starting point. The

eddy current generated field measured for a given axis is

the maximum variation of the magnetic field at the detection

point during this motion. (i.e., The eddy current generated

field is the sum of the absolute values of the largest plus

and minus variations as measured during the test.)

4.4.3.2 Standard test temperature and background
magnetic field limit. - Eddy current generated field measure-
ments shall be performed at a temperature of 80 + 20°F and :)
is a minimum background field of 450 milliocersteds. (The ‘
background field level is measured when the test object
and all other magnetic materials are removed from the vicinity
of the detection point.)

4.5 Demagnetization., ~ Demagnetization shall
consist of passing each item through more than a one hundred
oercted peak alternating magnetic field, to a point suffi-
ciently removed where the ambient field is less than one
oersted. The motion shall be slow relative to the alternating
frequency (several seconds at sixty hertz). The alternating
frequency shall be sixty hertz or less. An alternate
demagnetization procedure is to slowly reduce to zero the
amplitude of the alternating field with the object not moving.
No test for demagnetization is required.
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4.6 Identification. - The Government inspector
shall assure that each item of equipment is properly and
correctly identified in conformance to 3.6.

5. PREPARATION FOR DELIVERY

5.1 Not applicable.
6. NOTES
6.1 Intended use. - Items covered by this

specification are intended for use in the proximity of
magnetic influence ordnance and such ordnance must be
insensitive to them, Examples of such items are nonmagnetic
tools and equipment used by the Navy in explosive ordnance
disposal. These items are not intended for common usage
where normal commercial products will suffice.

6.2 Ordering data. - The procuring activity shall
specify the following:

a. Title and number of this specification

b, Quantityv of preproduction items, if other then
three (see 3.1)

¢. Facility to perform the inspection (see 3.1,
4,4,1 and 4.4.2)

d. Special test distance if the tested item is not
a complete item (see 1.1) (Two inches for replace-
ment items unless otherwise specified)

e. Dimensions of material tested if this specification
is used for ordering raw material (see 1l.1)

6.3 Preparer. - This specification has been prepared
by the Naval Ordnance Laboratory, White Oak, Silver Spring,
Maryland for the Naval Ordnance Systems Command, Department
of the Navy.

Preparing Activity:
Navy - OS
PNJ « Mo, ””-m
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TABLE OF SYMBOLS

One-half width of rects ngular plate, inches

One-half length of rectangular plate, inches

Speed of light squared

Permittiuity constant

Resistivity, microhm-cm

Thickness of sample, inches

3.1415

Differential length along a path of integration

Magnertic field strength, gamma

Reference magnetic field strength, gamma

Current, amps

Cross-sectional area of current carryir.g element, (inches)?
Length of perimeter of loop, inches

EMF, volts

Perpendicular distance from center of sample to point of interest, inches
Distance from current path to point of interest, inches
Constants

Angular between normal to center of sample and line connecting center
of sample to the sensor

Magnetic field strength flux
Resistance, Ohins
Configuration function which can be equal to an ol the fol!owing

(a‘h)(P) ""') (7)‘( R); ("")(__n 33 (’nn,ﬂ

ME@’R' ’ . %‘R’ZI .(aw) Ezu.lm + G(I.R:]
P 2 "\ 27, 2
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